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December 29, 1983

State of Utah
Department of Natural Resources
Division of Oil, Gas, & Mining
4241 State Office Building
Salt Lake City, Utah 84114

RE: Application to drill Ute Tribal 2-981E
Section 9, T2S, R1E, U.S.M.
Uiutah County, Utah
Lease designation and serial number: 14-20-H62-2876

Dear Sirs:

On behalf of Page Petroelua Inc. , I would like to request approval of the
attached application for permit to drîll the Ute Tribal 2-981E. This
will be the second well an this spacing unit, and is intended to produce
from the sane interval set out in the spacing order for the Bluebell field.

The existing well on the spacing unit , (Earl Gardner B # 1) , is producing
fran the lower Green River formation; which is the top of the interval set
out in the spacing order. The Rasatch has been abandoned in this well
by the previous operator and is not consid ed feasible to re-enter. The
purpose of the subject well is to produce e Wasatch formation, and would
not produce from the same interval as the Earl Gardner well without prior
approval.

Please advise if you have any questions .

Yours Truly,

District Manager

DMSIONOF
OR.,GAS&MINING

P. O. BOX 1656 / ROOSEVELT, UTAH 84066 /
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SUBMIT CATE* Fonn approved.
(November 1983) (Other instru a on Budget Bureau No. 1004-0136
(formerly 9-331C) UNITED STATES reverse side) Expires August 31, 1985

DEPARTMENTOF THE INTERIOR G. LBASS DSBIGNATION AND samm, NO.

BÚ$$ggþY LANDMANAGEMENT #14g0-H62-2876

APPLICATIONON PERMITTODRILL,DEEPEN, PLUG BACK . W)N N, ALLONER ONEIN NAME

Utela. TIPROrWORK

DRILLU DEEPENO PLUG BACKO *** * "'""
b. Tyra or war.r.

... U NL OTBBB ".A" O L".LTH*M 8. mm HASE NAME

2. NAME OF OPERATOR

Page Petroleum, Inc. e. watr. no.

3. ADDamas OF OPERATOn #2-9B1E
P.O. Box 1656, Roosevelt;, Utah 84066 1 D L. 08 WILDCAT

4. LOCATION OF WELI. (Report location elearly and in accordance with any State requiremen .

At surïace
1650' FNL 1650' FEL Sec 9, T2S, R1E, U.S.B.& M. 11. sac.,s.a.,x.,oaar,s.

AND BURVET 05 ABBA

At proposed prog, sone
Same Sec 9, T2S, R1E, U.S.M.

14. DISTANCR IN MILEM AND DIRECTION FROM NEAREST TOWN 05 PORT OFFICE Î2. COUNTT OR PARISE 18. BTATE

3 miles Northwest of Fort Duchesne, Utah Uintah Utah
10. DISTANCE FROM PROPOBED* 10. NO. OF ACRES IN LEASE 17. NO. OF ACRES ABBIGNED

LOCATION TO NEAREST TO THIS WELL
raoraarr os r.saan r.ina, ro. 1650' 640 640(Also to nearest drls. unit line, if any)

18. DISTANCE FROM PROPOSED LOCATION* 19. PROPOSED DEPTH 20. BOTART OE CABLE TOOLS
TO NEAREST WELL, DRILLING, COMPLETED, I
o. Arruna rom, on rm. x.maan, rr. ..

12,700 Rotary
$1. MISTATIONs (Show whether DF, RT. GR, etc.) 22. APPROz. DATE WOBE WILL START*

5252' See 10 pt. plad
23' PROPOSED CASING AND CEMENTING PROGRAM

BIEE OF HOLE BIZE Or CARING WEIGHT PER FOOT BETTING DEPTH QUANTITY 07 CEMENT

See 10 Pe‡nt Drilling Compliaice Program

Attachments

Exhibit "A" -(10 Point Compliance Frogram)
Exhibit "B" -BOP and Auxiliary Equipment
Certified Survey Plat
13 Point Surface Use Plan and attachments

Rig Layout
Topo. Map "A" fÔÛ
Topo. Map "B"

DIVISIONOF
Ok, GAS&MINING

IN ABOVE BPACE DESCBIBE PROPOSED raoosAx: It proposal is to deepen or plug back, give data on present predactive sone and proposed new productive
zone. It proposal is to drill or deepen directionally, give pertinent data on subsurface locations and measured and true verties1 depths. Give blowout
preventer program, if any.
24.

SIGNgg TITLr DATE

(This space for Federal or State oSce use)

PTR1tiT NO APPROVAL DATE

APPROVED BY TITLa iSt i M a
CONDITIONB OP APPROVAL, IP ANY : 84

*SeeInstructionrOn ReverseSide
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly andwilindly toèake todaydepartment or agency of the
United States any falso, fictitious or fraudulent statetnents or representations as to any saatter within its
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EXHIBIT "A"

TEN POINT COMPIIANCE PROGRAM

NTL 6
,

Attached to Form 9-331C

WELL NANE: 2-9B1E

LOCATION: Section 9, T2S, R1E, U.S.:M.

Uintah County, STATE OF Utah

1. GEOLOGIC SURFACE FORMATION

Tertiary Uinta Formation

2. ESTIMATED T OF IMPORTAN'I GEOLOGIC MARKERS

TGR 1 Uinta 0-6000'
TGR 2 Green River 6000'
TGR 3 Wasatch 10700'

3. ESTIMATED DEPTHS OF ANTICIPATED WATER, OIL, GAS or MINERALS

Water - O' - 6000'
Oil & Gas - 6000' - 10,700 G.R. - 10,700 - T.D. Wasatch Oil & Gas

4. PROPOSED CASING PROGRAM

(a) Surface Casing: 10 3/4 to 800' 4_û.JR J-55 Cement to Surface
7 5/8" to 10,700' g# N - 80

(b) Production Casing: 5 1/2" 10,500 to T.D. 17.0 # N - 80
Cemented to lap

5. MINIMG4 SPECIFICATIONS FOR PRESSURE CONTROL

EXHIBIT "B" is a schematic diagram of the blowout preventer
equipment. The BOP's will be hydraulically tested to the full
working pressure after nippling up and after any use under
pressure. Pipe rams will be operationally checked each 24 hr.
period, as will blind rams each time pipe is pulled out of the
hole. Such checks of BOP will be noted on daily drilling reports.

Accessories to BOP include a kelly cock, floor safety valve,
drill string BOP and choke manifold with pressure rating equivalent
to the BOP



Attached to Form 9-331C - continued

6. TYPE AND CHARACTERISTICS OF THE PROPOSED CIRCULATING MUDS.

0 - 7000' - Brine Water
7000 - T.D. - Fresh Gel Hud

7. AUXILIAKY EQUIPMENT TO BE USED.

5000# WP Safety Valve, inside BOP, Upper Kelly Cock, Mud
Monitoring Equipment (See Exhibit "A")

8. TESTING, LOGGING AND CORING PROGRAIS

(a) Tests; No DST's
(b) Logging program:

DIL, SP. GR 800' - 1,0,700'
DIL, CNL, GR-CAL, T.D.
DIL, SP, CNL, FDC, GÉ-CAL 10,700' - T.D.

(c) Coring: No Cores
(d) Production:

If production is obtained, producing formation will be
selectively perforated and treated.

9. ANTICIPATED ABNORMAL PRESSURE OR TEMPERATURE

No abnormal pressure or temperature are anticipated.

10. ANTICIPATED STARTING DATE AND .DURATION OF THE OPERATIONS

The anticipated* starting date is to be approximately
or as soon es possible after examination and approval of
drilling requirements. Operations should be completed within
90 days from spudding to rig release.

* Location Preparation Clearance requested as soon as possible
pending possible winter



'OUT P EVENTIOU,WÊLLHËAD,A XILIARY
EQUIPMElif

LIND F

Auxiliary Eouipment and Notes:

1. A 5000 psi '.P safety valve,
--e- properly subed, shall be on

DRILLI
.

the floor at all times.
SPOOL

-- -------i t 2. An inside BOPshaT1 be on the
><¶ floor at all times.

3. An uppeF kelly cock to be
used at all ti:nes.

IS 4. Pipe rams shall be sized to
match the drillpipe or casing
being run in the hole.

. 5. Med system monitoring equip-
mer.t will be installed (with
derrick floor indicators) and
used throuçhout the period of
drilling after mud up cr upon
reaching a depth at which abnore.al
pressures coula occur.

Item
. 6. EOPecuipnent shall be pressureNo. Description

tested upon installation and1 Mud return flow line
periodically thereafter.2 Fil lua iina - min. 2"
Operational test of ram type3 Uri lling :tirple
preventers shali be periorr.ed4 13-5/3" - 5]DO psi WP-Annular Baq Type SOP - 5haffer en each trip.or llydril

5 Two sir.e,e or one dual - bydpu_licagerated -13-5/8" - 5000 osi WP - Ram lype 60P - Cameron Type Uor Sharíer LWS
6 13-5/3" - 5000 psi WP Drilling Spool
7 To rad to:..as
8 ( To re -ate cump in staticn
9 To burn oit
0 in cas baster elÎ Ñarûe1 f2 0 y:1 :V-Slio Un er:d '.:cid-Casinn Head
2 12 Cif oil P xla" - LOC3 osi kl Casir., 52

13-5/5 - 50 3 esi - Hveraulicallv Gaeratec - Cameron State l)]¯/\Ej
Tyne U - Ram Ty e_ppP

17 13-5 B" - E."Ce osi '.-.? x 10" - 5000 asi ';P Couble 5:Udded
ca: " '

- Attachment No. EXHIBIT



PAGE PETROLEUM INC.

13 Point Surface Use Plan

For

Well Location

2--9 B1E

Located In

Section 9, T2S, R1E, II.S.B. & M.

Uintah County,



PAGE PETROLEUM INC.
2-9 B1E
Section 9, T2S, R1E, U.S.B. & M.

1. EXißTING ROADS

See attached Topographic Bap "A".

To reach Page Petroluem well location site 2-9 B1E, located in the
SW¼ NE¼ Section 9, T2S, R1E, U.S.B. & N., Tintah County, Utah; proceed
Easterly out of Roosevelt, Utah, along U.S. Highway 40 6 miles to its
junction with a Uintah County road to the North; proceed Northerly along
this road 1.8 miles to the beginning of the proposed access road (to be
discussed in Item #2).

The Highway mentioned in the foregoing paragraph is a bituminous
surfaced road. The County road is constructed out of native asphalt.

There is no antietpated coñstruction on any portion of the above
described roads. They will meet the-necessary standards required to
facilitate an orderly flow of :traffic Juring the drilling phase, completion
phase, and the production phase of this well at such time that production
is established.

The roads that are required for access during the drilling phase,
completion phase, and-production phase of this well, will be maintained
at the standards required by the Ute Tribe or other controlling agencies.

2. PLANNED ACCESS ROAD

See Topographic=&p "B".

The proposed acc.ess road leaves the existing road described in Item #1 -

in the NEk NE¼ Section 9, T2S, R1E, U.S.B. & N. and proceeds in a Westerly
direction Ì0.3 miles to the proposed location site.

In order to facilitate the anticipated traffic flow necessary to drill
and produce this well, the following standards will be met:

The proposed access road will be an 18' crown road (9' either side of
the centerline) with drain ditches along either side of the proposed road
where it is determined necessary in order to handle any runoff from normal
meterological conditions that are prevalent to this area.

Back slopes along the cut areas of the road will bã 1½ to 1 slopes
and



PAGE PETROLEUM INC.
2-9 BlE
Section 9,T2S, R1E, U.S.B. & M.

2. PLANNED ACCESS ROAD - continued .

The road will be centerline flagged prior to the commencement of
construction.

There will be one culvert required along this access road. This culvert
will be placed according to the standards found in the Oil & Gas Surface
Operations Manual.

The grade of this road will vary fram flat to 8%, but will not exceed
this amount. This road will be constructed from native borrow accumulated
during construction.

If deemed necessary by the local governmental agencies or their
representatives, turnouts will be,installeddor safety purposes every 0.25
miles or on the top of ridges or at intervale and locations that wîll
provide the greatest sight distance. These turnouts will be 200' in length
and 10' in width and will be tapered from the shoulder of the road for a
distance of 50' in length at both the access and outlet ends.

There wîll be one fence that is encountered along this road. This fence
will be cut and replaced with a cattleguard with a minimum width of 18' and
a loading factor large enough to facilitate the heavy trucks required in the
drilling and production of this well. This cattleguard will be placed
according to the standards found in the äbove mentioned operations manual.

The terrain that-this-access road unauerses is relatively flat.

The vegetation of this route consists of pasture grass,

All surface disturbance is on Tribal Land.

3. EXISTING WELLS

There are no water wells, abandoned wells, temporarily abandoned wells,
producing wells, disposal wells, drilling wells, shut in wells, injection
wells, :monitoring or observation wells for other resources located within a
one :mile radius of this location site.

4. LOCATION OF TANK BATTERIES, PRODUCTION FACILITIES, AND PRODUCTION
GATHERING AND SERVICE LINES

At the present time there are no Page Petroleum Inc, production
facilities, gas gathering lines, tank batteries, oil gathering lines,
injection lines or disposal lines within a one mile



PAGE PETROLEûM INC.
2-9 B1E
Section 9, T2S, R1E, U.S.B. & M.

4. LOCATION OF TANK BATTERIES, PRODUCTION 'FACÎLITIES, AND PRODUCTION
GATHERINGAND SERVICE LINES - contirued

In the event that production of this well is established, the existing
area of the location will be utilized for the establishment of the necessary
production facilities.

The total area that is needed for the production of this well will be
fenced and cattleguards will be utilized for access to these facilities,

The area will be built if possible with native materials and if
these materials are not available, then the necessary arrangements will be
made to get them from private sources. Bulldozers, graders and workman
crews will be used to construct and place these facilities in the event
production is established.

If there is any deviation from the above, all appropriate agencies
will be notified.

Rehabilitation of disturbed areas no longer needed for operations
after construction is completed will meet the requirements of Item #10.

5. LOCATION AND TYPE OF WATER SUPPLY

See Topographic Map "A".

Water to be used for the drilling and production of this well will
be hauled from the..Dinta River at an existing loading ramp in Section 23,
T2S, R1E, U.S.B. GIM. approximately 3.4 miles Southeast of the location
site. This water will be hauled by truck over existing roads and the
proposed access road.

All regulations and guide lines will be followed and no deviations
will be made unless all concerned agencies are notified.

There will be no water well drilled at this location site,

6. SOURCE OF CONSTRUCTION KATERIALS

All construction material for this location site and access road shall
be borrow material accumulated during construction of the location site and
access road. No additional road gravels or pit lining paterial from other
sources are anticipated at this time, But if they are required, the appro-
priate actions will be taken to acquire them fram private sources.

The native materialthat will be used in the construction of this
location site and access road will consist of sandy-clay soil and sandstone
and shale :material gathered in actual construction of the road and



PAGE PETROLEUM INC.
2-9 BlE
Section 9, T2S, RlE, U.S.B. & M.

7. METHODS F,0R HANDLING WASTE DISPOSAL.

A reserve pit shall be constructed, and at least half of the depth of
the reserve pit shall be below the existing ground surface. All trash and
flammable materials will be contained in a trash basket. Non-flammable
material such as cuttings, salts, chemicals, etc., will be buried in the
reserve pit and covered with a minimum of four feet of earth material.
Prior to the onset of drilling, the reserve pit will be fenced on three
sides. Upon completion of drilling, the fourth side of the reserve pit will
be fenced and allowed to dry completely before backfilling and reclamation
are attempted.

A portable chemical toilet will be supplied for human waste.

All produced oil from this-well will be contained in the storage
tank and will be sold. Water if any-which is produced will be run into
a reserve pit as required in the NTL-2B Regulations.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and
none foreseen in the near future.

9. WELL SITE LAYOUT

See attached location layout sheet.

The B.I.A. Representative shall be notified before any construction
begins on the proposed..location site end roads ,

As mentioned in Item #7, the pits will be unlined onless it is
determined by the representatives of the agencies irvolved that the materials
are too porous and would cause contamination to the surrounding area; then
the pits will be lined with a gel and any other type of material necessary
to make it safe and tight.

When drilling activities cammence, all work shall proceed in a neat
and orderly sequence.

10. PLANS FOR RESTORATION OF SURFACE

As there is some topsoil on the location site, all topsoil shall be
stripped and stockpiled. (See location layout sheet,) -When.all drilling
and production activities have been completed, the location site and access
road will Ee reshaped to the original contour and stockpiled topsoil spread
over the disturbed area. Tences around pits are to be removed upon campletion
of drilling activities and all waste being contained in the trash pit shall
be buried with a ad.nitana of 4" of cover. The reserve pit will be completely
fenced and allowed to dry before



PAGE PETROLEUM INC.
2-9 B1E
Section 9, T2S, R1E, U.S.B. & X.

10. PLANS FOR,RESTORATION OF SURFACE - continued

When restoration activites have been completeð, the location site and
access ramp shall be reseeded with a seed :mixture reco:mmended by the B,L.M.
District Manager when the moisture content of the soil is adequate for
germination. The Lessee further covenants and agrees that all of said
cleanup and restoration activities shall be done and performed in a diligent
and most workmanlike manner and in strict conformity with the above :mentioned

Items #7 and #10.

11. OTHER INFORMATION

The Topography of the General Area - (See Topographic Map 'A")

The area slopes from the Einta Maantãins tot the North to the Book Cliff
Mountains to the South and is part of what is known as the Uintah Basin, The
area has numerous perennial drainages which.flow to the South out of the Uinta
Bountains into the Green River to the South. The Einta River is one of these
perennial streams which drians to the South and is appro:ximately 1 miletast of
this location site.

The soils of this semi-arid area are of the Uinta Formation and Duchesne
River Formation (the Fluvial Sandstone and Mudstone) from the Eocene Epoch and
Quanternary Epoch (Gravels Surfaces) and visible geologic structure consists of
light brownish-gray clays (OL) to sandy soils (SM-SL) with poor gravels and
shales with outcrops of rock (sandstone, mudstone, conglomerates, and shales).

Due to the low precipitation average, climatic conditions and the marginal
types of soils, the:vegetation that3s.lound in the.area are cammon of the semi-

arid region we are located in and in the lower elevations of the Uinta Basin.
It consists of, as primary flora, areas of sagebrush, tabbitbrush, some grasses,
and cacti, and large areas of bare soils ..devoid of any growth in the areas away
from and in the vicinity of non-perennial streams, cottonwood, Willows, tamarack,
sagebrush, rabbitbrush, grasses and cacti can be found.

The fauna of the area is sparse and consists predominantly of the mule
door, coyotes, pronghorn antelope, rabbits, and varieties of small ground
squirrels and other types of rodents, and various reptiles cammon to this area.

The birds of the area are raptors, finches, ground sparrows, magpies,
crows and jays.

The area is used by man for the primary purpose of grazing damestic



PAGE PETROLEUR INC.
2-9 BlE
Section 9, T2S, R1E, U.S.B. & M.

11. OTHER INFORMATION - continued

The Topography of the Immediate Area -(See Topographic Bap "B").

Well location 2-9 B1E sits on a flat area, which has been cultivated.
The vegetation at the present is pasture grass. The ground slopes to the South-
east into a small drainage which drains to the Southeast into the Uinta River.
The ground slopes at appro:ximately a 2% grade through the location site.

The total surface ownership effected by this location is owned by the
Ute Tribe.

There are 3 small dwellings within a close proximity to this location
site approximately 1500' Northeast and Southeast of the proposed location site.

There are no-visible archaeological, historical, or cultural sites within
any reasonable proximity of the proposed location site. (See Topographic Map "B").

12. LESSEE'S OR OPERATOR'S REPRESENTATIVE

Ken Allen
Page Petroleum Inc.
P.O. Box 1656
Roosevelt, Utah 84066

Phone: 801-722-5081
--

13. CERTIFICATION

I hereby certify that I, or persons under my direct supervision have
inspected the proposed drill site and access route; that the statements made
in this plan are to the best of my knowledge, true and correct; and that the
work associated with the operation proposed herein will be performed by Page
Petroleum Ïnc. and its contractors and sub-contractors in conformity with this
plan and the terms and conditions under which it is approved.

Date Ken
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January 4, 1984

Page Petroleum, Inc.
P. O. Box 1656
Roosevelt, Utah 84066

RE: Well No. Ute 2-981E
SWNE Sec. 9, T. 28, R. 1E
1650 FNL, 1650' PEL
Uintah County, Utah

Gentiemen:

Approvai to drill the above referenced oil well is hereby granted in
accordance with Order of Cause No. 140-12, August 27, 1981, subject to the
following stipulations:

1. Receipt by the Division of evidence prOYiding SS$UranOS Of 80
1 adequate and approved supply of water prior to commencement

of drilling.

2. Strict compliane with thenonditions for drilling and producing
test wells as ordered in Cause No. 140-12e specifically, production
testing time limitations, bottom hole pressure information submittal
and damage liability assuinption.

In addition, the following actions are necessary to fully comply with
this approval:

1. Spudding notification to the Division within 24 hours after drilling
operations commente.

2. Submitta1 to the Division of completed Form OGC-8-X, Report of Water
Encountered During Drilling.

3. Prompt notification to the Division shoù1d you determine that it is
necessary to plug and abandon this well. Notify R. J. Pirth Chief
Petroleum Engineer, Telephone (801) 533-5771 (Office), 571-6068 {Home).

The APÎ number assigned to this well is 43-047-31432.

S er

. J. Firth
Chiež Petroleum Engineer

RJF/as
cc: Branch of Pluid Ninerals

Bureau of Indian



United States Departmerit of the Interior
BUAEAIJ.OF LAND MANAGEMENT

VERNAL DISTRICT OÉFíCEi RECEWED
170 South 500 East

IN REPLY Vernal, Utah 84078

3100
O&G May 18 1984

OtvlSt0N OF OLL
GAS& MmitNG

Page Petroleum, Inc.
P.0. Box 1656
Roosevelt, Utah 84066

Re: te Tribal A2-981Ë
Section 9, T2S, R1E
Uintah County, Utah
Lease 14-20-H6 -2876

Gentlemen:

The Application for Permit to Drill the referenced well was received in our
State Office on January 3, 1984. Correspondence dated January 17, 1984, was
sent to you stating that Page Petroleum needed a Designation oî Operator from
K & K Enterprises, Ltd., St. Paul Oit and Gas Corporation, and Graham Energy,
Ltd. in order to complete the administrative aspects of the application. As
of this date, this office has yet to receive the rëquested documents. in view
of the foregoing, this office is not approving your application to drill the
referenced well without prejudice If you intend to drill at this location
at a future date, a new application for permit to drill must be submitted.

This office requires a letter confirming that no surface disturbance has been
made at the requested drill site Any surface disturbance associated with the
requested location of this well must be rehabilitated. A schedule for this
rehabilitation must be submitted to this office.

Your cooperation in this matter Will be áppreciated.

$incerely,

Lloyd H rguson
District



O STATEOF UTAH Scott M. Matheson. Governor
NATURALRESOURCES Temple A. 12eynolds, Executive Director
Oil, Gas & Mining Dianne R. Nielson, Ph.D., Division Director

4241 State Office Building •Solt Lake City. UT84114•801-533-5771

May 30, 1984

Page Petroleum, Inc.
P.0. Box 1656
Roosevelt, Utah 84066

RE: Well No. Ute Tribal 2-981E
API #43-047-31432
Sec. 9, T. 2S, R. 1E.
Uintah County, Utah

Gentlemen:

Approval of Application for Permit to Drill the above referenced well
is rescinded without prejudice as of the above date in concert with action
taken by the Branch of Fluid Minerals. .

If you intend to drill this location at a future date, a new application
for permit to drill may be submitted for State approval.

Respectfully,

N rman C. Stout
Administrative Assistant

NCS/cj

cc: Dianne R. Nielson, DOGM
Ronald J. Firth, DOGM
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